OPTICAL APERTURE

17
¢
|
@ — — 46
|
46
{ ¢
7.9 NOM.
¢ 2

8-32UNC -2BV 6

4X M3X0.5 - 6H ¥ THRU
@ 90° INTERVALS

|9 0.20|A|B|C]|

45°

i i /‘iRZS

>—ic

MOUNTING WITHOUT THE FRONT COVER
SEE NOTE 2

—— CABLE EXIT

NOTES:

1- DIMENSIONS IN mm

2- WATTMETER MUST BE FASTENED FROM THE FRONT IN ORDER
TO SUPPORT THE BODY AND THE THERMAL DISK.

IMPORTANT: A |FRONT MOUNT DETAIL ADDED 06/06/08 RVH
THIS DOCUMENT REF. REVISION DATE | }— | VER|APP
IS PROPERTY OF TOLERANGCE
GENTEC ELECTRO- DEC. +
OPTICS, IT CANNOT FRAC. % gen ec - e.)
ANGLE  +
BE DISTRIBUTED, USED '
OR REPRODUCED IN PP,
WHOLE OR IN PART LAYOUT DRAWING
VER.
WITHOUT EXPRESS
WRITTEN AUTHORIZATION | | Ronald VH UP17P... WATTMETER
PROJECTION
20/02/2007 SK 8589 A3
5 1 49




